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TIP PROJECT

PLAN FOR PROPOSE
CROSION CONTROL

[IGHWAY

'WILKES COUNTY

LOCATION: BRIDGE NO. 264 OVER NORTH FORK
REDDIES RIVER AND APPROACHES ON
SR 1567 (VANNOY ROAD)

TYPE OF WORK: GRADING, DRAINAGE, PAVING AND
STRUCTURE
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STATE STATE PROJECT REFERENCE NO. 3}3%‘5'? &3;:‘;"1
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CWTQS?* IN.C. B-3966 RC-1
L—_\ STATE PROJLNO. F.A.PROJI.NO. DESCRIPTION

PLANS ARE IN METERS

STA. 10+40.000 -L- BEGIN TIP PROJECT B-3266

STA. 14+46.008 -IL- END TIP PROJECT B-3266

BEGIN BRIDGE
—L- STA.12+18.626

END BRIDGE Ty, IR

—I~ STA. 12+ 77.000

EROSION AND SEDIMENT CONTROL MEASURES

Sd-# D i€ Symbol

Reforestation ., 2076 XRIT
1630.03 Temporary Sil¢ Di¢ch_ —
1630.05 Temperary Diversion ™
1605.01 Temporary Silt Fence H H Hi
1606.01 Special Sediment Control Fence _______ PAVAVAVAVAVAVYAVYS
1622.01 Temporary Berms and Slope Drains ... —
1630.01 Riser Basin @“} I
1630.02 Sile Basin Type B . m
1633.01 Temporary Rock Silt Check TV@«—*;&------M
1633.02 Temporary Rock Silt Check Type=B . ... )
163402  Temporary Rock Sediment Dam Type-B__ E> -
1635.01 Rock Pipe Inlet Sediment Trap Type~A T m
1635.02 Rock Pipe Inlet Sediment Trap Type=B______ {w}
1636.01 Rock Silé Soreen ...

1630.04 Stilling Basin

1632.01 Type A AE
1632.02 Type B B}
1632.03 Type C CE

THIS PROJECT CONTAINS
EROSION CONTROL PLANS
FOR CLEARING AND
GRUBBING PHASE OF
CONSTRUCTION.

HIGH QUALITY WATER(S) EXiST
ON THIS PROJECT

High Quality Water Zone(s) Exist
From Start of Project

to End of Project
Refer To E. C. Special Provisions
| for Special Considerations.

ENVIRONMENTAILLY
SENSITIVE AREA(S) EXIST
ON THIS PROJECT

Refer To E. C. Special Provisions
for Special Considerations.
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PROFILE {VERTICAL)

ROADSIDE ENVIRONMENTAL UNIT

DIVISION OF HIGHWAYS

STATE OF NORTH CAROLINA

P.E.

ROADSIDE ENVIRONMENTAL ENGINEER

Prepared in the Office of:

ROADSIDE ENVIRONMENTAL UNIT

1 South Wilmington Si.
Raleigh, NC 27611

2002 STANDARD SPECIFICATIONS

Roadway Standard Drawings

The following roadway meiric standards as appear in “Roadway Standard Drawings”— Roadway Design
Unit — N. C. Department of Transportation — Raleigh, N. C., dated January, 2002 and the latest
revison thereto are applicable to this project and by reference hereby are considered a part of

these plans.

1605.01 Temporary Silt Fence 1632.03 Rock Inlet Sediment Trap Type C
1606.01 Special Sediment Control Fence 1633.01 Temporary Rock Silt Check Type A
1622.01 Temporary Berms and Slope Drains 1633.02 Temporary Rock Silt Check Type B
1630.03 Temporary Sili Ditch 1634.02 ‘Temporary Rock Sediment Dam Type B

1635.01 Rock Pipe Inlet Sediment Trap Type A
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